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FEATURES:

• 6 ~ 50 KVDC Rated Models
• Up to 50 µf Capacitance
• ±10% Tolerance (Standard), optional ±5% 
•  -55 to 85°C at full rated voltage
• Insulation Resistane of 40 - 80k ΩF
• <0.6% Dissipation Factor @ 1,000Hz
• Tested 150% of Rated Voltage (1 min)
• Glazed Staetite Busing Terminals
• 2.5k hours Reliability (85°C and 100% Rated Voltage)
• ISO 9001:2015 Qualified Processes
• Tested to MIL-STD-202
• ROHS Compliance upon Request

TYPE ‘LK’ CAPACITORS are specifically designed for filter, bypass and coupling applications in the low audio frequency range. 
The CP70 style container and internal construction permit operation in any position. Glazed steatite bushings are used, and in 
the voltage ranges of 2000 and greater, steatite is the electrical insulation in the terminal assembly. The threaded stud terminal is 
supplied with nut and solder lug. The whole assembly is hermetically sealed. 
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CHARACTERISTICS:
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TYPE: LK
MYLAR* PAPER FILTER CAPACITORS

TYPE ‘LK’ CAPACITORS offer unusually good electrical characteris-
tics, coupled with very small size. They are designed for twice the life of 
MIL-C-25D capacitors (see life characteristics) and will meet or exceed 
the requirements of characteristic ‘E’. These are not QPL listed. 

TYPE ‘LK’ CAPACITORS are specifically designed for filter, bypass and 
coupling applications in the low audio frequency range. The CP70 style 
container and internal construction permit operation in any position. 
Glazed steatite bushings are used, and in the voltage ranges of 2000 
and greater, steatite is the electrical insulation in the terminal assem-
bly. The threaded stud terminal is supplied with nut and solder lug. The 
whole assembly is hermetically sealed. 

APPLICATIONS: While Type ‘LK’ capacitors are designed primarily 
for filter, bypass and coupling applications in the low audio frequency 
range, they may be used advantageously in the following applications.

Audio coupling 
Pulse forming networks 
Oscillator circuits 
Arc and spark suppression 
RF bypass

Tuned filters 
Energy storage 
Power factor correction 
Integrating circuits 
Low and high pass filters

Consult Plastic Capacitors, Inc., Engineering staff for your specific   
application.

HOW TO ORDER: Check listing for capacitance and voltage. Note that 
more than one container size is often available. Standard capacitance 
tolerance is ± 10%; for closer tolerances use basic part number assigned 
and add a dash (-) plus the tolerance required i.e., 5 or 2 for 5% or 2%.

TEMPERATURE RANGE is -55°C to 105°C. Rated nameplate voltage 
is from -55°C to 85°C. 

TEMPERATURE COEFFICIENT: Capacitance change over the tem-
perature range is indicated by the limiting curves in the graph T vs. C.

Group II capacitors are rated for 1250 hours life at 85°C, 8500 hours life 
at 50°C. For 2500 hours life at 85°C derate to 85% nameplate voltage 
rating. For 10,000 hours life at 85°C derate to 65% nameplate voltage 
rating. For 2500 hours life at 105°C derate to 70% nameplate voltage 
rating. (See life test for capacitor groupings.) 

Group III capacitors are rated for 500 hours life at 85°C, and 3500 
hours life at 50°C. For 2500 hours life at 85°C derate to 70% nameplate 
voltage rating. For 10,000 hours life at 85°C derate to 55% nameplate 
voltage rating. For 10,000 hours life at 50°C derate to 80% nameplate 
voltage rating. 

DIELECTRIC RESISTANCE (parallel resistance) is indicated by the 
curve R vs T. This curve expresses limits with nameplate voltage applied 
and 2 minute electrification time. Limitations 104 megohms x mfd. or 104  
megohms whichever is less at room temperature.

RIPPLE: The peak ripple voltage plus the DC voltage should not exceed 
the nameplate voltage. Acceptable peak to peak ripple voltage in per-
cent of nameplate voltage follows:

FREQUENCY Hz
            60
          120
          400
        1000

      PEAK TO PEAK
  RIPPLE VOLTAGE %
                25
                20
                  5
   3*DUPONT POLYESTER FILM
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POWER FACTOR is variable and is a function of temperature and fre-
quency. Refer to graph, “Power Factor vs. Temperature”.
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CAPACITANCE TOLERANCE: Standard is 10%. Also available are     
tolerances of 5% and 2%. Nominal value of capacitance of 1 mfd. or 
less is measured with 1000 CPS applied to the bridge and 60 CPS for 
nominal values greater than 1 mfd. 

LIFE CHARACTERISTICS: Definition of Groups I, II and III are included 
in life test Paragraph, Page A10. 
Group I capacitors are rated for 2500 hours life at 85°C and 17,000 
hours life at 50°C. For 10,000 hours life at 85°C derate to 75%                     
nameplate voltage rating. For 2500 hours life at 105°C derate to 85% 
nameplate voltage rating. 
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VDC Model µF Length Width Height
Term 
Dist

Term
Height

60
0

LK6-104 0.1 1.750 1.000 2.125 1.813 0.750
LK6-105 1 1.750 1.000 2.125 1.813 0.750
LK6-106 10 3.750 1.250 4.500 2.000 0.750
LK6-106Y 10 3.750 1.750 3.500 2.000 0.750
LK6-126 12 3.750 1.250 5.000 2.000 0.750
LK6-126Y 12 3.750 1.750 3.750 2.000 0.750
LK6-156 15 3.750 1.250 6.000 2.000 0.750
LK6-156Y 15 3.750 1.750 4.500 2.000 0.750
LK6-156Z 15 3.750 2.250 3.750 2.000 0.750
LK6-205 2 1.750 1.000 3.250 1.813 0.750
LK6-206 20 3.750 1.750 5.500 2.000 0.750
LK6-206Y 20 3.750 2.250 4.500 2.000 0.750
LK6-254 0.25 1.750 1.000 2.125 1.813 0.750
LK6-256 25 3.750 2.250 5.750 2.000 0.750
LK6-256Y 25 3.750 3.188 4.000 2.000 0.750
LK6-306 30 3.750 2.250 6.250 2.000 0.750
LK6-306Y 30 3.750 3.188 4.750 2.000 0.750
LK6-306Z 30 4.563 3.750 3.500 2.000 0.750
LK6-405 4 1.750 1.000 5.250 1.813 0.750
LK6-405Y 4 2.500 1.188 3.250 1.125 0.750
LK6-504 0.5 1.750 1.000 2.125 1.813 0.750
LK6-605 6 2.500 1.188 4.500 1.125 0.750
LK6-805 8 2.500 1.188 5.500 1.125 0.750
LK6-805Y 8 3.750 1.250 4.000 2.000 0.750

1,
00

0

LK10-104 0.1 1.750 1.000 2.125 1.813 0.750
LK10-105 1 1.750 1.000 2.125 1.813 0.750
LK10-106 10 3.750 1.250 5.000 2.000 0.750
LK10-106Y 10 3.750 1.750 3.750 2.000 0.750
LK10-126 12 3.750 1.250 5.750 2.000 0.750
LK10-126Y 12 3.750 1.750 4.250 2.000 0.750
LK10-156 15 3.750 1.750 5.250 2.000 0.750
LK10-156Y 15 3.750 2.250 4.000 2.000 0.750
LK10-205 2 1.750 1.000 3.500 1.813 0.750
LK10-206 20 3.750 1.750 6.250 2.000 0.750
LK10-206Y 20 3.750 2.250 5.250 2.000 0.750
LK10-206Z 20 3.750 3.188 4.000 2.000 0.750
LK10-254 0.25 1.750 1.000 2.125 1.813 0.750
LK10-256 25 3.750 2.250 6.250 2.000 0.750
LK10-256Y 25 3.750 3.188 4.750 2.000 0.750
LK10-306 30 3.750 3.188 5.250 2.000 0.750
LK10-306Y 30 4.563 3.750 4.000 2.000 0.750
LK10-405 4 1.750 1.000 5.750 1.813 0.750
LK10-405Y 4 2.500 1.188 3.750 1.125 0.750
LK10-504 0.5 1.750 1.000 2.125 1.813 0.750
LK10-605 6 2.500 1.188 5.000 1.125 0.750
LK10-605Y 6 3.750 1.250 3.500 2.000 0.750
LK10-805 8 2.500 1.188 6.250 1.125 0.750
LK10-805Y 8 3.750 1.250 4.250 2.000 0.750

1,
50

0

LK15-205Y 2 1.750 1.000 4.500 0.813 1.125
LK15-405Y 4 2.500 1.188 4.750 0.813 1.125
LK15-605Y 6 2.500 1.188 6.500 1.125 1.125
LK15-805Y 8 2.500 1.188 8.250 1.125 1.125
LK15-106Y 10 3.750 1.250 6.750 1.125 1.125
LK15-126Y 12 3.750 1.250 7.500 2.000 1.125
LK15-156Y 15 3.750 1.750 6.750 2.000 1.125
LK15-206Y 20 3.750 1.750 8.500 2.000 1.125
LK15-256Y 25 3.750 2.250 8.750 2.000 1.125
LK15-306Y 30 3.750 3.188 7.250 2.000 1.125
LK15-406Y 40 4.563 3.750 6.750 2.000 1.125

VDC Model µF Length Width Height
Term 
Dist

Term
Height

2,
00

0

LK20-104 0.1 1.750 1.000 2.125 0.813 1.125
LK20-254 0.25 1.750 1.000 2.125 0.813 1.125
LK20-504 .5 1.750 1.000 2.125 0.813 1.125
LK20-105 1 1.750 1.000 3.250 0.813 1.125
LK20-205 2 2.500 1.188 3.500 1.125 1.125
LK20-205Y 2 1.750 1.000 5.000 0.813 1.125
LK20-405 4 1.500 1.188 5.500 1.125 1.125
LK20-405Y 4 3.750 1.250 3.750 2.000 1.125
LK20-605 6 3.750 1.250 5.000 2.000 1.125
LK20-605Y 6 3.750 1.750 3.750 2.000 1.125
LK20-805 8 3.750 1.250 6.250 2.000 1.125
LK20-805Y 8 3.750 1.750 4.500 2.000 1.125
LK20-106 10 3.750 1.750 5.250 2.000 1.125
LK20-106Y 10 3.750 2.250 4.500 2.000 1.125
LK20-126 12 3.750 1.750 6.250 2.000 1.125
LK20-126Y 12 3.750 2.250 5.000 2.000 1.125
LK20-126Z 12 3.750 3.188 4.000 2.000 1.125
LK20-156 15 3.750 2.250 6.000 2.000 1.125
LK20-156Y 15 3.750 3.188 5.000 2.000 1.125
LK20-156Z 15 4.563 3.750 3.750 2.000 1.125
LK20-206 20 3.750 3.188 6.000 2.000 1.125
LK20-206Y 20 4.563 3.750 4.250 2.000 1.125
LK20-256 25 3.750 3.188 6.750 2.000 1.125
LK20-306 30 4.563 3.750 5.750 2.000 1.125
LK20-406 40 4.563 3.750 7.750 2.000 1.125
LK20-506 50 4.563 3.750 9.250 2.000 1.125

3,
00

0
LKJO-104 .1 1.750 1.000 2.125 0.813 1.125
LKJO-254 .25 1.750 1.000 2.500 0.813 1.125
LKJO-504 .50 1.750 1.000 3.250 0.813 1.125
LK30-105 1 1.750 1.000 5.250 1.125 1.125
LK30-105Y 1 2.500 1.188 3.500 1.125 1.125
LK30-205 2 2.500 1.188 5.500 2.000 1.125
LK30-205Y 2 3.750 1.250 3.750 2.000 1.125
LK30-405 4 3.750 1.250 6.250 2.000 1.125
LK30-405Y 4 3.750 1.750 4.750 2.000 1.125
LK30-405Z 4 3.750 2.250 4.000 2.000 1.125
LK30-605 6 3.750 1.750 6.250 2.000 1.125
LK30-605Y 6 3.750 2.250 5.250 2.000 1.125
LK30-605Z 6 3.750 3.188 4.000 2.000 1.125
LK30-805 8 3.750 2.250 6.500 2.000 1.125
LK30-805Y 8 3.750 3.188 5.000 2.000 1.125
LK30-805Z 8 4.563 3.750 3.750 2.000 1.125
LK30-106 10 3.750 3.188 5.750 2.000 1.125
LK30-106Y 10 4.563 3.750 4.500 2.000 1.125
LK30-126 12 4.563 3.188 6.750 2.000 1.125
LK30-126Y 12 4.563 3.750 5.000 2.000 1.125
LK30-156 15 4.563 3.750 6.000 2.000 1.125
LK30-206Y 20 4.563 3.750 7.000 2.000 1.125
LK30-256Y 25 4.563 3.750 10.000 2.000 1.125
LK30-306Z 30 4.563 3.750 11.500 2.000 1.125
LK30-406 40 3.375 5.625 9.000 3.000 1.125
LK30-506Y 50 3.375 5.625 8.000 3.000 1.125
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VDC Model µF Length Width Height
Term 
Dist

Term
Height

8,
00

0

LK80-104Y .1 2.5 1.1875 3 1.125 2.125
LK80-104 .1 3.75 1.25 2.5 2 2.125
LK80-254Y .25 2.5 1.1875 5.25 1.125 2.125
LK80-254 .25 3.75 1.25 3.75 2 2.125
LK80-504 .5 3.75 1.25 5.75 2 2.125
LK80-504Y .5 3.75 1.75 4.25 2 2.125
LK80-105 1.0 3.75 1.75 7 2 2.125
LK80-105Y 1.0 3.75 2.25 5.75 2 2.125
LK80-105Z 1.0 3.75 3.1875 4.5 2 2.125
LK80-205 2.0 3.75 3.1875 7 2 2.125
LK80-205Y 2.0 4.5625 3.75 5.25 2 2.125
LK80-405Y 4.0 4.5625 3.75 8.5 2 2.125
LK80-605Y 6.0 6 4.6875 8.25 3 2.125
LK80-805Y 8.0 6 4.6875 10 3 2.125
LK80-106Y 10.0 7.375 5.625 9 3 2.125
LK80-126Y 12.0 7.375 5.625 10.5 3 2.125
LK80-156Y 15.0 13.5 4.125 11 6.75 2.125
LK80-206Y 20.0 13.5 5.125 11.875 6.75 2.125
LK80-256 25.0 13.5 6.125 11.875 6.75 2.125
LK80-306 30.0 13.5 7.125 11.875 6.75 2.125

10
,0

00

LK100-104 .1 3.75 1.75 3.25 2 2.125
LK100-254 .25 3.75 1.75 3.75 2 2.125
LK100-254Y .25 3.75 2.25 3.25 2 2.125
LK100-504 .5 3.75 1.75 5.75 2 2.125
LK100-504Y .5 3.75 2.25 4.5 2 2.125
LK100-504Z .5 3.75 3.1875 3.75 2 2.125
LK100-105 1.0 3.75 2.25 7.25 2 2.125
LK100-105Y 1.0 3.75 3.1875 5.25 2 2.125
LK100-105Z 1.0 4.5625 3.75 4.5 2 2.125
LK100-205 2.0 4.5625 3.75 6.75 2 2.125
LK100-405Y 4.0 4.5625 3.75 11 2 2.125
LK100-505 5.0 7.375 5.625 8.75 3 2.125
LK100-605Y 6.0 7.375 5.625 10.5 3 2.125
LK100-805Y 8.0 7.375 5.625 9.25 3 2.125
LK100-106Y 10.0 7.375 5.625 11 3 2.125
LK100-126Y 12.0 13.5 4.125 11 6.75 2.125
LK100-156Y 15.0 13.5 5.125 11.875 6.75 2.125
LK100-206 20.0 13.5 6.125 11.875 6.75 2.125

12
,5

00

LK125-503 .05 3.75 1.75 3 2 2.75
LK125-104 .1 3.75 1.75 3.625 2 2.75
LK125-254 .25 3.75 1.75 5.875 2 2.75
LK125-505 .5 3.75 3.1875 5.625 2 2.75
LK125-504Y .5 4.5625 3.75 4.375 2 2.75
LK125-105 1.0 4.5625 3.75 6.625 2 2.75
LK125-205 2.0 4.5625 3.75 11 2 2.75
LK125-205Z 2.0 6 4.6875 7.75 3 2.75
LK125-405Y 4.0 7.375 5.625 9.5 3 2.75
LK125-505 5.0 7.375 5.625 12.125 3 2.75
LK125-606 6.0 13.5 4.125 11 6.75 2.75
LK125-805Y 8.0 13.5 5.125 11.875 6.75 2.75
LK125-106 10.0 13.5 5.125 13.75 6.75 2.75
LK125-106Y 10.0 13.5 6.125 11.875 6.75 2.75

VDC Model µF Length Width Height
Term 
Dist

Term
Height

4,
00

0

LK40-105 1 2.5 1.1875 4 1.125 1.125
LK40-205 2 2.5 1.1875 6.75 1.125 1.125
LK40-205Y 2 3.75 1.75 3.75 2 1.125
LK40-405 4 3.75 1.75 6.75 2 1.125
LK40-405Y 4 3.75 2.25 4.75 2 1.125
LK40-605 6 3.75 2.25 6.5 2 1.125
LK40-605Y 6 3.75 3.1875 5 2 1.125
LK40-605Z 6 4.8125 3.75 3.75 2 1.125
LK40-805 8 3.75 3.1875 6 2 1.125
LK40-805Y 8 4.8125 3.75 4.75 2 1.125
LK40-106 10 4.8125 3.75 5.5 2 1.125
LK40-126 12 4.8125 3.75 6.5 2 1.125
LK40-156 15 4.8125 3.75 8.5 2 1.125
LK40-206Z 20 4.8125 3.75 9 2 1.125
LK40-256Y 25 4.8125 3.75 11 2 1.125
LK40-306Y 30 6 4.6875 9.25 3 1.125
LK40-406 40 7.375 5.625 8.5 3 1.125
LK40-506 50 7.375 5.625 11 3 1.125

5,
00

0

LK50-104 .1 1.75 1 2.125 .8125 1.125
LK50-254 .25 1.75 1 3 .8125 1.125
LK50-504 .50 1.75 1 4.75 .8125 1.125
LK50-504Y .5 2.5 1.1875 3.25 1.125 1.125
LK50-105 1 2.5 1.1875 5 1.125 1.125
LK50-105Y 1 3.75 1.25 3.75 2 1.125
LK50-205 2 3.75 1.25 6 2 1.125
LK50-205Y 2 3.75 1.75 4.5 2 1.125
LK50-205Z 2 3.75 2.25 3.75 2 1.125
LK50-405 4 3.75 2.25 6.25 2 1.125
LK50-405Y 4 3.75 3.1875 4.75 2 1.125
LK50-405Z 4 3.75 3.75 3.75 2 1.125
LK50-605 6 3.75 3.1875 6.5 2 1.125
LK50-605Y 6 4.812 3.75 4.75 2 1.125
LK50-805 8 4.812 3.75 6.25 2 1.125
LK50-106Y 10 4.812 3.75 7.5 2 1.125
LK50-126Y 12 4.812 3.75 8 2 1.125
LK50-156Y 15 4.812 3.75 9.25 2 1.125
LK50-206Y 20 7.375 5.625 5.75 2 1.125
LK50-206Z 20 6 46875 8.5 3 1.125
LK50-256Y 25 6 4.6875 10 3 1.125
LK50-306Y 30 7.375 5.625 8 3 1.125
LK50-406Y 40 7.375 5.625 11 3 1.125

6,
00

0

LK60-104 .1 3.75 1.25 2.25 2 1.4375
LK60-254 .25 3.75 1.25 2.5 2 1.4375
LK60-504 .50 3.75 1.25 3.75 2 1.4375
LK60-105 1 3.75 1.25 5.5 2 1.4375
LK60-105Y 1 3.75 1.75 4.5 2 1.4375
LK60-205 2 3.75 2.25 6.25 2 1.4375
LK60-205Y 2 3.75 3.375 4.75 2 1.4375
LK60-405 4 4.5625 3.75 6 2 1.4375
LK60-605 6 5.5625 3.75 8.25 2 1.4375
LK60-805 8 6 3.75 10.25 2 1.4375
LK60-106Y 10 6 4.6875 8.75 3 1.4375
LK60-126Y 12 7.375 4.6875 9.75 3 1.4375
LK60-156Z 15 7.375 5.625 8.75 3 1.4375
LK60-206Y 20 13.5 5.625 10.25 3 1.4375
LK60-306Y 30 13.5 5.125 11.875 6.75 2.125
LK60-406 40 13.5 5.125 12.875 6.75 2.125
LK60-506 50 13.5 7.125 11.875 6.75 2.125
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VDC Model µF Length Width Height
Term 
Dist

Term
Height

15
,0

00

LK150-203 .1 3.75 1.75 3.25 2 2.75
LK150-503 .05 3.75 1.75 3.5 2 2.75
LK150-104 .1 3.75 1.75 3.75 2 2.75
LK150-254 .25 3.75 1.75 7 2 2.75
LK150-254Y .25 3.75 2.25 5.25 2 2.75
LK150-504 .5 3.75 3.1875 6.5 2 2.75
LK150-504Y .5 4.5625 3.75 5 2 2.75
LK150-105 1.0 4.5625 3.75 8.5 2 2.75
LK150-205Y 2.0 6 4.6875 9.25 3 2.75
LK150-405Y 4.0 7.375 5.625 12.125 3 2.75
LK150-505 5.0 13.5 4.125 11.875 6.75 2.75
LK150-605 6.0 13.5 5.125 11.875 6.75 2.75
LK150-805 8.0 13.5 6.125 11.875 6.75 2.75

20
,0

00

LK200-203 .01 3.75 2.25 3.25 2 2.75
LK200-203 .20 3.75 2.25 3.25 2 2.75
LK200-503 .05 3.75 2.25 3.75 2 2.75
LK200-104 .1 3.75 2.25 4.75 2 2.75
LK200-254 .25 3.75 3.1875 6 2 2.75
LK200-254Y .25 4.5625 3.75 4.75 2 2.75
LK200-504 .5 4.5625 3.75 7.5 2 2.75
LK200-105 1.0 8 4 9.25 4.5 2.75
LK200-105Y 1.0 4.5625 3.75 12 2 2.75
LK200-205 2.0 13.5 4.125 9.25 6.75 2.75
LK200-205Y 2.0 7.375 5.625 10 3 2.75
LK200-405 4.0 13.5 5.125 11.875 6.75 2.75
LK200-505 5.0 13.5 6.125 11.875 6.75 2.75
LK200-605 6.0 13.5 7.125 11.875 6.75 2.75

25
,0

00

LK250-203 .01 3.75 3.1875 3.5 3.875
LK250-203 .02 3.75 3.1875 3.5 3.875
LK250-503 .05 3.75 3.1875 4 3.875
LK250-104 .1 3.75 3.1875 4.75 3.875
LK250-254 .25 4.5625 3.75 6.5 3.875
LK250-504 .5 4.5625 3.75 11.5 3.875
LK250-504Y .5 8 4 9.25 4.5 3.875
LK250-504Z .5 6 4.6875 6.25 3 3.875
LK250-105 1.0 13.5 4.125 9.25 6.75 3.875
LK250-205 2.0 13.5 5.125 13.75 6.75 3.875
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HOW DO YOU DESIGNATE 
THE CONNECTOR TYPES, 
WHAT ARE THE CONNECTOR 
TYPES?  WHAT DO THE Y & Z 
SUFFIXES DESIGNATE?  WHY 
ARE THERE 3 DRAWINGS?

VDC Model µF Length Width Height
Term 
Dist

Term
Height

30
,0

00

LK300-103 .01 3.75 3.1875 4 3.875
LK300-204 .02 3.75 3.1875 4 3.875
LK300-503 .05 3.75 3.1875 5.5 3.875
LK300-104 .1 3.75 3.1875 8.75 3.875
LK300-254Y .25 4.5625 3.75 8.75 3.875
LK300-254Z .25 6 4.6875 6 3 3.875
LK300-504Y .5 6 4.6875 9.25 3.875
LK300-504Z .5 6 4.6875 9.25 3 3.875
LK300-105Y 1.0 13.5 4.125 11 6.75 3.875
LK300-205 2.0 13.5 6.125 11.875 6.75 3.875

40
,0

00

LK400-502 .005 4.5625 3.75 5 3.875
LK400-103 .01 4.5625 3.75 5 3.875
LK400-203 .02 4.5625 3.75 5 3.875
LK400-503 .05 4.5625 3.75 5.5 3.875
LK400-104 .1 4.5625 3.75 10.75 ±.125 3.875
LK400-254 .25 13.5 4.125 9.25 6.75 3.875
LK400-504 .5 13.5 5.125 11.875 6.75 3.875

50
,0

00

LK500-203 .02 4.5625 3.75 7.5 3.625
LK500-503 .05 4.5625 3.75 11 3.625
LK500-503Y .05 8 4 7 4.5 3.625
LK500-104 .1 8 4 9.25 4.5 3.625
LK500-104Y .1 8 4 9.25 3.625
LK500-104Z .1 6 4.6875 6.5 3.625
LK500-254 .25 13.5 4.125 11 6.75 3.625
LK500-254Y .25 13.5 4.125 11 3.625
LK500-254Z .25 7.375 5.625 11 3.625
LK500-504 .5 13.5 5.125 13.75 6.75 3.625
LK500-504Y .5 13.5 5.125 13.75 3.625


